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Solenoid Assembly for 
720, 722, 730, 732, 740MX, 202 Units 

120V Part  #30027 • 240V Part  #30076

Qty Description

1 Hose 12mm OD - 12’ (3.66m)

1 Hose 10mm OD - 13’ (3.96m)

1 12mm - 3/8” Unifit Fitting

1 10mm - 3/8” Unifit Fitting

1 10mm 1/8” Unifit Fitting

1 Solenoid 120V or 240V

Solenoid Assembly for 
210, 430, 450, 740XP Units

120V Part  #30029 • 240V Part  #30078

Qty Description

1 Hose 12mm OD - 25’ (7.62m)

1 12mm - 3/8” Unifit Fitting

1 Solenoid 120V or 240V

Manual Shut-O� Valve Installation Kit  
for all Units except for 450X 

Part #30079

Qty Description

1 Shut-off Valve Assembly

1 25’ Hose 12mm OD

3 Quick Change Unifit 
Connectors 3/8”

Solenoid Assembly for 
for 450X Units

120V Part  #30086 • 240V Part  #30087

Qty Description

1 Hose 16mm OD - 25’ (7.62m)

1 16mm - 1/2” Unifit Fitting

1 Solenoid 120V or 240V

Manual Shut-O� Valve Installation Kit  
for 450X Units

Part #30085

Qty Description

1 Shut-off Valve Assembly

1 25’ Hose 16mm OD

3 Quick Change Unifit 
Connectors 1/2”

Installation Kits - Motor Mounts


